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SO

66806 6608 6610 6612

Platform Yiiksekligi (m.) / Platform Height (m.) 21 6] 8,1 101 121
Calisma Yiiksekligi (m.) / Working Height (m.) 39 h9 79 99 119 139 r

KOD / CODE 8804 6806 6608 6610 8612

—-__- :
M MODUL BASAMAKL LERCEVE PPS-4MOL 2
KORKULUK CERCEVES] PPS-KRK h,8 Z z 2 2
PLATFORM KAPAKLI PPS-60PLT 192 3 4 H 6
PLATFORM KAPAKSIZ PPS-H0PLT 19 ] ] ] ]
LAPRAZ BAGLANTI OPS-CRZ 26 4 4 4 4
YATAY BAGLANT! OPS-YKL 24 Z 2 2 2
YANAL AYAK (PAYANDA) PPS-01PYD 2.8 i 4 4 i
YANAL AYAK UZUN(PAYANDA) PS-02PYD 3.2 - 4 4 b
TEKERLEKLI AYAK PS-200TKR 6,2 4 4 4 I
TOPUKLUK PPS-TPK 14,3 ] ] ] ]

k., GUVENLI KORKULUK PPS-YKLN 14 4 6 8 10

KOD / CODE

Olgiler / Dimensions

2M MODUL BASAMAKLI CERCEVE PPS-7MOL 1270X2070X50 MM
M MODUL BASAMAKLI CERCEVE PPS-4MOL 1270X1100X50 MM
KORKULUK GERCEVES PPS-KRK 2430X600X50 MM
PLATFORM KAPAKL PPS-60PLT 2660X600X70 MM
PLATFORM KAPAKSIZ PPS-a0PLI 2660X300X70 MM
CAPRAZ BAGLANTI PPS-CRZ 2700X50 MM
YATAY BAGLANTI PPS-YKL 2650X50 MM
YANAL AYAK (PAYANDA) PPS-01PYD 2300X120X100 MM
YANAL AYAK UZUN(PAYANDA) PPS-02PYD 4800X120X100 MM
TEKERLEKLI AYAK PPS-200TKR 680X230X90 MM
TOPUKLUK PS-TPK 2390X150X50MM
\ GUVENLI KORKULUK PPS-YKLN 2460x800x110MM )
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Talimatlar / Instructions

1. Genel

Bu kilavuz, bu montaj ve kullanim kilavuzunda (bundan sonra: "kilavuz" olarak anilacaktir) aciklandigi gibi, yalnizca tekerlekli kule konfigtirasyonlari
(bundan sonra: 'calisma kulesi' olarak anilacaktir) icin gegerlidir.

Calisma kulesini monte etmeye baslamadan 6nce bu kilavuzu dikkatlice okumalisiniz. Iskele bu kilavuza uygun olarak monte edilmeli, demonte
edilmeli ve kullanitmalidir.

- Bu kullanim kilavuzu, mobil erisim ve ¢alisma kulesinin kullanildigr yerde bulundurulacaktir.

- Bu mobil erisim ve ¢alisma kulesi, herhangi bir degisiklik yapilmadan yalnizca bu kilavuza gore kullanilacaktir.

- Mohil erisim ve ¢alisma kulesi yalnizca ulusal duzenlemelere uygun olarak kullanitmalidir.

+ Urtintin glivenli bir sekilde ¢alistirilmasindan operatar sorumludur.

+Operator, trtind ilk kez kurmadan veya kullanmadan 6nce kurulumcularin veya kullanicilarin uygun talimatlari almasini saglamaktan sorumludur.
+Urtintin glivenli calismasi, operatdr tarafindan yetkilendirilmis bakim personeli tarafindan diizenli olarak kontrol edilmelidir.

+ Kullanicilar urtnu ancak kendilerine talimat verilmisse kullanabilir ve galistirabilir.

+ Urin, giivenliklerinden sorumlu bir kisi tarafindan denetlenmedike, fiziksel, duyusal veya zihinsel yetenekleri kisitli veya deneyim ve/veya bilgi
eksikligi olan kisiler tarafindan kullanilmak tizere tasarlanmamistir.

2. Bu dokuman icin yonergeler

Bu montaj ve kullanim kilavuzu, mabil erisim ve ¢alisma kulesinin kullanimini agiklar.

Bu talimat kilavuzu, mobil erisim ve ¢alisma kulesinin kullanildigr yerde mevcut olacaktir.
Her kullanimdan, kontrolden veya bakimdan once bunlari dikkatlice okuyun ve mobil erisim ve ¢alisma kulesinin yakininda tutun.
Uriinti sadece bu montaj ve kullanim kilavuzunu bilen kisiler monte edebilir, demonte edebilir ve kullanabilir.

Isveren, amir ve kullanici, mobil erisim ve ¢alisma kulesinin bu kilavuza gére dogru uygulanmasindan sorumludur ve
syerinde calisma kulesi ile calisirken her zaman bu kilavuzun kullanitmasini saglamalidir.
Kilavuzun ek kopyalari Saraylidan siparis edilebilir

Certification EN 1004-1:2020 / EN 1004-2:2021

3. Uyarilar, notlar ve semboller

Her zaman bu uyarilari okuyun ve bunlara uyun.
Uyari sembolu, not ve uyar kelimesi ile isaretlenmis tum onlemleri alin.
Bu kilavuzdaki tum talimatlar kesinlikle takip edilmelidir

UYARI: Calisma kulesinden disme ciddi yaralanmalara veya olume neden olabilir. Bu kilavuzdaki tum talimatlara kesinlikle uyulmalidir. Bu
kilavuzda yer alan talimatlara uyulmamasi durumunda kazalar meydana gelebilir. Profesyonel Iskele'in montaiji ve kullanimi ile ilgili kilavuza
uyulmamasi sonucu olusabilecek zararlardan Sarayli sorumlu tutulamaz.

DIKKAT! ONEMLI NOT
Talimatlara uyulmamasi ciddi yaralanma veya hasara neden olabilir. Onemli bilgileri gdsterir

Urtnleri guvenle kullanmak icin dikkatle okuyunuz. / Please read to use the products safely. This is our special care.
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Instructions

Talimatlar

Hangi amacla kullanilmali?

- Lesitli farkli yerlerde kullanim igin mobil erisim ve ¢alisma kulesi olarak
- Belirli bir maksimum yukseklikte ¢alismak igin mobil erisim ve ¢alisma kulesi olarak.
- Ic ve dis mekanlarda gecici kullanim igin.

Not: Amac dist kullanim, bu belgede amaglanan kullanim olarak tanimlanmayan veya bunun dtesine gecen herhangi bir kullanim anlamina gelir

Olusabilecek her

nangi bir hasar riskini yalnizca operator ustlenir.

Uriiniin asagidaki gibi kullanimlarina kesinlikle izin verilmez:
- Diger yapilara veya binalara erisim veya ¢ikis olarak kullanilmak izere tasarlanmamistir.
- Alet ve malzemeleri tasima araci olarak.

- (,ati kena
- Insan tas

| kor

Ma d

- opor malzemelerinin bir parcasi olarak.

leslim almadan once kontrol edin;

Kilavuzda gosterilen tum parcalar
Herhangi bir bilesenin eksik, hasar

irtinde eksiksiz ve saglam duru
I veya kusurlu oldugu tespit edi

umasi olarak kullanilmak uzere tasarlanmamistir.
raci olarak.
- Yikim calismalart igin yardimel bir arag olarak (titresimler nedeniyle)

mda meveut mu?
irse, Uretici veya bayi ile iletisime gecin.

Not: Calisma kulesinin binalarin disinda izin verilen maksimum yiksekligi 8 m; binalarin icindeki ¢alisma platformunun izin verilen maksimum
yuksekligi 12 m.

3.1 EN 1004'e gore semboller

Kitapgigr okuyun ve X )

kullanma talimatlan Urunu bir ving veya benzeri Calisma kulesine
kullanmadan once dikkatlice ekipmandan asklya almayin. disindan tirmanmayin.
onlar guvenli bir yerde tutun.

calisma kulesi icinden erisin.

3ir istisna, 3.40 m'lik mesafe,
Lk platforma olan mesafedir.

=20 o Riizgar hizinin 12 m/shin iizerinde X

=5 Uzgar iz ik Calisma kulesinden agjir Calisma kulesini dier yapilara

MAX 0rdugu durumiarda kullanmayin, nesneleri kaldirmayin erisim ve ¢ikis icin kullanmayin

s (Beaufort dlgegi 6). a | M VELHIR I s
o o

hareket ettirmeyin.

Uriiniin maksimum egjim agis kstra yiikseklik kazanmak icin | X Calisma kulelerini diger
%l1dir. Tekerlekler ve su terazisi nerdiven[er_ kutular Veya jagka yapﬂar[a arasinda
yardimiyla ayarlanmalidir. nesneler kullanmayin. kopru yapmayin.
2 platform arasindaki mesafe X i
Platformlara yalnizca T T ——— (alisma kulesini tizerinde insan
veya malzeme bulunurken
|

Herhangi bir mekanik veya
elektrikli ekipman kullanarak
urunu kaldirmayin.

Guvensiz bir sekilde platformda
olmayin. Guvenli 4 adet yan ray
oldugundan emin olun.

Tasinirken maksimum egim%!
gecmemelidir. Uriini sadece
uzunlamasina veya diyagonal
yonde yurime hizinda elle
hareket ettirin.
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Instructions

L. Beyan

Prefabrik bilesenlerden yapilmis tim mobil erisim ve ¢alisma kulelerinin belirlenmesi igin asagidaki veriler gereklidir:
Ornek: EN 1004 -3 -8/12-D - H2

EN 1004-1:2020'ye gore mobil e

isim ve ¢calisma kulest; yuk sinifi 3; ¢calis

binalarin igindeki ¢alisma plat

ormunun izin verilen maksimum yiksek

ACIK
ALAN

b. Montaj, Degistirme ve Sokme

DIKKAT!
Yaralanma Riskil

+ Engellemek icin mobil erisim

ve iskelenin konumu kontrol edilmelidir.

Td

ifj

9
lEN FAZLA
8 METRE F: Net yiikseklik

nlatformunun bina disinda izin verilen maksimum yiksekligi 8 m;

12 m; erisim sinifi D (D = dikey merdiven); Net yiikseklik H2

EN1004 3 - 8 /12 - XXXD - H2
A B C D E F

A: Norm

B: Yuk Sinifi 3

C: Maksimum yukseklik dis mekan 8 m
D: Maksimum yukseklik kapali 12 m

E: Merdiven ve merdivenden erisim

Asagidakilerle ilgili olarak montaj, sokme ve tasima sirasinda meydana gelen kazalar:
A. Yatay, duiz ve saglam bir taban;
B. Konum engellerden arndiriimis olmalidir;

C. Hava ve ruzgar kosullari

0. Elektrik kablolari (yer tstiinde)
+Kullanici egitimi kurslari, kullanim kilavuzlarinin yerine gecemez, yalnizca onlari tamamlar,
+Yalnizca bu kilavuzda belirtilen orijinal [iretici adi] bilesenler

kullanilmis;

+Hasarll veya yanlis bilesenler kullanilmamalidir;

+ Bu trdn yalnizca kullanim kil

avuzuna gore kullanitmalidir,

+ EN 1004-Te uygun olarak tasarlanan mabil erisim ve ¢alisma kuleler
kisisel dustis durdurma ekipmani i¢in baglanti noktalar:;
+Yalnizca asagidakiler dahil olmak Uzere tam bir yan korumaya sahip bir platform tzerinde ¢alismaya izin verilir

korkuluklar ve tekmelikler.

Urtnleri guvenle kullanmak icin dikkatle okuyunuz. / Please read to use the products safely. This is our special care.
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Talimatlar / Instructions

+\Varsa, bir ara platform ¢alisma platformuna donusturulebilir

supurgelikler dahil her tarafta yan korumaile.

+ Ureticinin montaj ve kullanim talimatlarina uyulmalidir

+Urlin en az 2 kisi tarafindan kurulup demonte edilmelidir.

+ 2 platform arasindaki mesafe 2,25 m'den fazla degildir. Bir istisna mesafedir

340 m.

+ Bu monta ve kullanimda belirtilen kule konfigurasyonlarindan herhangi bir sapma

talimatlara izin verilmez.

+Urlin yalnizca diiz, sabit yizeylerde kurulabilir, tasinabilir ve kullanilabilir, Eger gerekliyse, yiik dagitma pedleri kullanin.
+ 0lasi engellere ve elektrik tehlikelerine dikkat edin.
+12 m/s (Beaufort Olgegi 6) Uzerindeki riizgar hizlarinda monte etmeyin veya kullanmayin.
+Urlind kurmak icin tiim bilesenlerin, yardimer aletlerin ve giivenlik cihazlarinin

Kullanim yerinde mevcuttur.

+ Gerekli bilesenleri montaj ve kullanim talimatlarinda anlatildigr gibi kullaniniz. Ariza

bu talimata uyulmamasi kaza riskine ve denge ve

Urunun yuk tasima kapasitesi artik garanti edilmez.

+Urlind bu montajda yer alan resimlere gore monte edin ve

talimatlar kullanin.

+ Belirtilen montaj sirasina uyun.

+ S0kme islemi ters siradadir.

+Urlin bilesenlerini platformdan platforma devredin. Onlari atmayin.

+Urlin dikey olarak hizalama milleri (varsa) ile hizalanmalidir.

Maksimum egim %1i gecmemelidir.

+ Uretici tarafindan belirtilen kuvvetlere ve yiiklere uyun.

+ Guvenli olmayan bir platformda durmak yasaktir.
+ Asagidaki platformdan givenli korkuluklar takin.
+Yan korumayi sokerken platformun uzerinde durmayin.
+Urlindi, Gst yizeyi calisma platformu ve asagidaki yiizeyler
ara platformlar.
+ EN 1004-1:2020 uyarinca mobil erisim ve ¢alisma kulesi asagidakiler icin tasarlanmamistir:

diger yapilara veya binalara erisim veya ¢ikis olarak kullanin

+ EN 1004-1:2020 uyarinca mobil erisim ve ¢alisma kulesi asagidakiler icin tasarlanmamistir:

catl kenart korumasi olarak kullanin.

+ Elektrik tehlikesi. Borular ve borular gibi calisma alanindaki tum elektrik tehlikelerini degerlendirin.
diger elektrikli ekipman. Elektrik tehlikesi olan yerlerde iskeleyi kullanmayin.

6. Stabilite

DIKKAT!
Yaralanma Riskil

+Urling asla gozetimsiz birakmayin. Yetkisiz kisilerin iskeleye tirmanamayacagindan emin olun.

+ Stabilizorler bu montaj ve kullanim talimatindaki ozelliklere uygun olarak takilmalidr.

+ Montaj hir taraftan duvara yapiliyorsa, duvar tarafindaki (varsa) dengeleyicilerden vazgecmeyin.
+Uyart: Yatay ve dikey yiikler Grnin devrilmesine neden olabilir, rnegin:
- 30 kg asan yatay yiikler. Mobil erisim ve calisma kulesi tizerindeki calisma faaliyetlerinden kaynaklanan izin verilmez. Onemli dlciide daha
buyuk kuvvetler olmasi durumunda, mobil erisim ve ¢alisma kulesi her 4 metrede bir 2 noktada cepheye ankrajlanmalidir.

Her ankraj noktasi 120 kg'lik bir yuke dayanabilmelidir.

Urtnleri guvenle kullanmak icin dikkatle okuyunuz. / Please read to use the products safely. This is our special care.
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Talimatlar / Instructions

- Ek riizgar yiikleri (binalar arasindaki gecis yollarindan, kaplamasiz binalar ve bina koselerinden kaynaklanan tiinel etkisi)

+ (;alisma kulenin titremesine neden olan sallanma hareketlerine izin verilmez.

+12 m/snin tzerindeki riizgar hizlarinda stabilite artik garanti edilmiyor.

+ Mobil erisim ve calisma kulesi onceden sokilmeli veya riizgardan korunan bir alana tasinmalidir; 12 m/shin Gizerindeki riizgar hizlarinda iirtine
erismeyin, ¢tinki cevredeki alan icin tehlike olusturur. Ek riizgar yikleri (binalar arasindaki gegis yollarindan, kaplamasiz hinalar ve bina
koselerinden kaynaklanan tiinel etkisi).

+ Kullanict kullanim yerinden ayrilirsa, drun demonte edilmeli, rizgardan korunan bir alana tasinmali veya uygun ek cihazlarla devrilmeye veya
yuvarlanmaya karsi emniyete alinmalidir.

+ Bu kilavuzdaki standart yapilandirmalar, branda ve/veya reklam panolarinin kullanimina gére hesaplanmamistir.

/. Kullanim ve Tasima

71.1. Kullanmadan once kontrol edin

+ Mobil erisim ve ¢alisma kulesinin yatay oldugunu kontrol edin (bir su terazisi kullanarak kontrol edin)
+Tim tekerleklerin frende oldugunu kontrol edin.
+ Stabilizatorlerin uygun sekilde ayarlanip ayarlanmadigini ve zeminle iyi temas ettigini kontrol edin.
+Jonen kulenin bu kilavuza ve konfigtirasyon ve balast tablosuna uygun olarak monte edildigini kontrol edin.

+ Carpma kapilar, otomatik calisan tenteler, yer st elektrik kablolari, trafik ve/veya yoldan gecenler vhb. gevresel faktorlerin tehlikeli durumlara
yol agmadigini kontrol edin.
+ Mobil erisim ve ¢alisma kulesinin guivenli bir sekilde kullanilabilecegini ve kullanim amacina uygun oldugunu kontrol edin.

1.2. Kullanmak

+Urtind kullanirken ulusal ve yerel diizenlemelere uyun

+Urlin Gizerinde gtivenli calismayi engelleyebilecek olasi gevresel faktorlere karsi yeterli nlemleri alin.

+ Tehlikeli bolge, trtnun gevresindeki, insanlarin disen parcalardan etkilenebilecegi alandir.

Tehlikeli bolge alani tum drunun her tarafinda yaklasik 2 metredir.

+ MUmkunse uygulama alanindaki kapi ve pencereleri kilitleyiniz.

+ Acil cikislart kilitlemeyin veya engellemeyin.

+ Mobil erisimi ve ¢alisma kulesini karda, dondurucu yagmurda, siddetli yagmurda veya gok garaltild firtinalarda kullanmayin.
+ Aletleri ve malzemeleri platformdan platforma teslim edin. Onlart atmayin.
+ Erisim kapaklarini tirmanmadan once ve tirmandiktan sonra daima kapali tutun.

+ Platformu asir yuklemeyin.

+Yuku her zaman platforma esit sekilde dagitin.

+ Sartnamelere gore dogru, eksiksiz ve kusursuz montaji kontrol edin.

+ Bu montaj ve kullanim kilavuzundaki konfigurasyon tablolarina uyun.

+Her kullanimdan dnce asagidakilere dikkat edin:

+ Urliniin dikey hizalamasini kantrol edin ve gerekirse diizeltin (maksimum egim %1i gecmemelidir).

+ Tekerleklerdeki frenleri kilitleyin (alttaki kirmizi kol)

+Kilitlerin etkinligini kontrol edin.

+ (;alisma platformu olarak yalnizca bir platform seviyesinin kullanilabilecegini unutmayin. Bu platform bir korkuluk ve stpirgelik ile
donatitmalidlr.

+ Ornegin boya, camur, yag, kimyasallar veya karla kirlenmisse mabil erisimi ve calisma kulesini kullanmayin.

+ Yeterince formda degilseniz mobil erisimi ve ¢alisma kulesini kullanmayin. Bazi tibbi durumlar veya ilag, alkol ve uyusturucu kullanimi, ¢alisma
kulesinin kullanimini guvensiz hale getirebilir.
+ Merdiven, kutu veya diger cihazlar kullanilarak platformun ytksekliginin uzatilmasina izin verilmez;

+ Mobil erisim ve ¢alisma kulesinin disina ¢ikmayin (EN 1004-1uyarinca buna izin verildigi durumlar haric)

+ EN 1004-Te uygun mobil erisim ve ¢alisma kuleleri, kaldirilmak veya askiya alinmak uzere tasarlanmamistir;

+ Mobil erisim ve ¢alisma kuleleri uzerinde gevsek malzeme veya kisiler varken kesinlikle hareket ettirilmeyecektir

Urtnleri guvenle kullanmak icin dikkatle okuyunuz. / Please read to use the products safely. This is our special care.
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+ Mobil erisim ve ¢alisan kuleleri, yalnizca normal yurume hizini asmayan manuel ¢aba kullanilarak hareket ettiritmelidir;
+ Mobil erisim ve ¢alisma kuleleri sadece diiz ve saglam zeminde engelsiz ve izin verilen maksimum egim belirtilerek hareket ettirilecektir,
+ Mobil erisim ve ¢alisma kuleleri ortulecek sekilde tasarlanmamistir;

+ EN 1004-1e uygun mobil erisim ve ¢alisma kuleleri, ornegin bir merdiven kulesi gibi diger yapilara girmek veya ¢ikmak icin bir arag olarak
kullanilmak uzere tasarlanmamistir;

+ EN 1004-Te uygun mobil erisim ve ¢alisma kuleleri, kenar koruma araci olarak kullanilmak tzere tasarlanmamistir.

+ Platformlar arasi mesafe 2,25m'yi gecmeyecektir. Ik platforma olan mesafe harig: maks. 3,40m.

1.3. Hareketli

+ (arpisma risklerine dikkat edin, ornegin yayalar, araclar veya kapilar.

+ Engellerle herhangi bir carpismadan kaginin.

+ Baska bir yere tasimadan once urtindeki nesneleri veya kisileri ¢ikarin.

+127 m/syi (maks. 6 Beaufort) asan riizgarlarda mobil erisim ve ¢alisma kulesini hareket ettirmeyin.

+[Jonen kule hareket ettirilmeden once tum tekerlekler frenden ¢ikarilmalidr.

+ Mobil erisim ve ¢alisma kulesini hareket ettirmek igin stabilizatorler maksimum 3 cm'ye kadar yukseltilebilir,

+ Urling yalmizca uzunlamasina veya capraz yonde, elle yirime hizinda hareket ettirin.

+Tasindiginda maksimum egim %1i gegcmemelidir.

+ Tasidiktan sonra, dengeleme millerini (varsa) kullanarak UrtinG tekrar dikey olarak hizalayin. Diiseyden maksimum sapma %1den fazla olamaz.
+ Doner kuleyi hareket ettirdikten sonra, 10.Tde listelenen tiim noktalari kontrol edin (Kullanmadan once kontrol edin).

8. Diger Guvenlik Talimatlari

+Urling herhangi bir mekanik veya elektrikli ekipman kullanarak kaldirmayin.
+Urlinii ving veya benzeri bir ekipmana asmayin.
+ Kaldirma araglari, bina asansorleri veya benzerlerini takmayin veya kullanmayin.

+Urlingi baska yuzeylere (6rn. merdiven kulesi, bina vh) erismek icin bir arac olarak kullanmayiniz.
+UrlinG benzer baska triinlere veya dier yapilara ulasmak amaciyla kullanmayiniz.

+ Reklam tabelalari, giydirme veya diger parcalarin yapistiriimasina izin verilmez

rizgar yukunu artirabilecekleri icin drtne
+ Urlin kenar koruyucu olarak kullanitmak tizere tasarlanmamistir

+ Platformlara yalnizca drundn iginden erisin.

+Urlintin disina veya bu amag icin tasarlanmamis noktalara tirmanmayiniz.
+ Yukler sadece bir platform tzerine yerlestirilebilir
+Yalnizca bir platform Uzerinde ¢alisma yapilabilir.
+ [oplam tasima kapasitesini asmamak kaydiyla platform uzerinde birden fazla kisi bulunabilir.

+ Platformu, diger tirmanma yardimcilari igin veya belirtilen maksimum yiksekligin tzerinde yapilan herhangi bir ¢alisma i¢in taban olarak
kullanmayin.

+ Guvenli korkuluklar ve yatay destekler tzerinde durmayin

+\icudunuzu guvenli korkuluklara yaslamayin.

9. Kontroller, Bakim ve Onarim

+ Hasar gormesini onlemek icin montaj, sokme ve tasima sirasinda urtnun manferit parcalarini dikkatli bir sekilde tasiyin.
+ UrGintin bakimi ve bakim, Griintin diizgin calismasini saglamaya yoneliktir

+Urtin belirgin sekilde kirlenmisse, kullanimdan hemen sonra temizleyin.

+ Agresif veya asindirict temizlik maddeleri kullanmayin.

+Kullanici, servise uygun oldugundan emin olmak i¢in trtnd her is ginu kontrol etmelidir.
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+Yilda en az bir kez urunu yetkili bir kisiye kontrol ettirin ve kontrolu buna gore belgelendirin.

+ Titresim Urtne aktariliyorsa, vida baglantilarini ve diger baglantilari her ay kontrol edin.

+Tim kule bilesenlerinde hasar olup olmadig diizenli araliklarla kontrol edilmelidir.

+Bu kontroller arasindaki stire, kullanim yogunluguna ve sikligina baglidir.

+Ticari olarak kullanilmasi durumunda, isletme gtvenligi ile ilgili yasal hikimlerde yer alan gegerli dizenlemelere uyulmalidir.
+ Hareketli parcalarin islevini saglayin.

+Hasarli Urtn bilesenlerini hasarsiz bilesenlerle degistirin.

+ Unarimlar, Uretici veya uretici tarafindan yetkilendiritmis bir sirket tarafindan yapilmalidir.

+ Ureticinin talimatlarina uymayan herhangi bir degisiklik veya onarim, garanti ve garantinin kaybolmasina neden olur.

Diizenli kontroller sirasinda (iiriine bagli olarak) asagidaki ogeler kontrol edilmelidir.

+Urlin dikmeleri, egilme, bikiilme, biikiilme, ¢okme, catlama, paslanma, clirime ve diger parcalarin (Grn. basamaklar, baglanti parcalari) baglant
noktalarinin iyi durumda olup olmadigi kontrol edilmelidir.

+Baglanti elemanlari (orn. vidalar, percinler veya civatalar) eksik, gevsek veya paslanmis olmamalidir.
+ Basamaklar veya basamaklar eksik, asiri derecede asinmis, paslanmis veya hasar gormus olmamalidir.
+ EK yerleri zarar gormemeli, gevsememeli veya asinmamalidir.

+ Acilir kilitler eksik, egilmis, gevsek, kirli, paslanmis veya hasarli olmamalidir.

+Baglanti parcalar eksik, egilmis, gevsek, kirli, paslanmis veya hasarli olmamalidir ve her bir désemeyi giivenilir bir sekilde yonlendirmelidir.
+ Hichir ayak veya kapak eksik, gevsek, asiri derecede asinmis, pastanmis veya hasar gormus olmamalidir.

+Urtinde kir (6rn. toz, kir, boya, yag, gres veya kar) bulunmamalidir.

+ Kilitleme mekanizmalari hasar gormemeli veya paslanmamali ve duzgun ¢alismalidir.

+ Platform parcalari veya baglanti elemanlari eksik olmamalidir ve platform hasar gormemis veya paslanmis olmamalidir,

+ Kaynak dikislerinde ¢atlak olup olmadigini kontrol edin.
+ Tekerlekleri, tekerlekleri ve traversleri diizgtn calisip calismadigini kontrol edin.

+Frenlerin diizgin calisip calismadigr kontrol edilmelidir.

+ Ek olarak takilan aksesuarlarin ve ek parcalarin dogru oturmasi ve saglam oturmasi kontrol edilmelidir.

+ Yukarida belirtilen maddelerden herhangi biri uygun degilse Grtind kullanmayiniz.

10. Nakliye ve Depolama

+ Herhangi bir hasar ve kazayi onlemek icin, triintin nakliye sirasinda diizgtin bir sekilde sabitlendiginden emin olun (6rn. tavan raflarinda veya
arabada)

+ Gevsek parcalar, Urtin tasinmadan veya depolanmadan once sabitlenmelidir (6rn. halatlar veya erisim kapaklari).

+ Urlin temiz, kuru ve hava sartlarindan korunarak saklanmalidir.

+ Jurumunu bozabilecek yerlerde (6rn. nem, yiiksek sicakliklar, hava kosullarr) depolanmamalidir.

+ Araclardan, agir cisimlerden veya kirden zarar gorebilecegi yerlerde depolanmamalidir.

+ Jakilma tehlikesi olusturmayacak ve kimseyi engellemeyecek sekilde depolanmaliclir.

+ [z durmasina yardime! olacak hir kanumda saklanmalidir (6rn. gubuklarin tzerindeki bir brakete asilmis veya diiz, temiz bir yiizeye
verlestirilmis).
+ Kolayca su¢ amacl kullanilamayacak sekilde saklanmalidir.

+ Urlin kalici olarak kuruluysa, yetkisiz kisiler (@rn. cocuklar) tarafindan kullanitmadigindan emin olun

+ Plastikten yapilmis veya plastik iceren trtinler dogrudan guines isigindan uzakta saklanmalidir.

+ Ahsaptan yapilmis veya ahsap iceren urunler kuru bir yerde saklanmali ve uzeri opak ve buhar gegirmez kaplamalarla kaplanmamalidlir.

1. Paketleme ve Imha

+ Ambala, yururlukteki yonetmeliklere ve yasalara uygun olarak imha edilmelidir.
+ Urlin, yasal ve tilkeye 6zgii diizenlemelere uygun olarak imha edilmelidir.
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12. Kontrol Listesi ve Onay Formu

Uriind her is gtind kontrol edin. Uriindi yalnizca asagidaki kontrol listesindeki tim maddeler evet olarak yanitlanabiliyorsa kullanin.

O3 Uriin dogru kullanitmig mi?
[J Montaj ve kullanim talimatlari kullanim yerinde mevcut mu?
[J Destek yuzeyi duz ve yeterli tasima kapasitesine sahip mi?

O3 Urtin dikey mi duruyor (bir su terazisi ile kontrol edin)?

3 Urtiniin durdugu veya kuruldugu yerin dogrudan gevresi, Grtinin giivenli bir sekilde kullanilmasina izin veriyor mu?

(3 Cevreleyen faktorlerin (orn. elektrik hatlari) tehlikeli durumlarin meydana gelme riskini ortadan kaldirmasi saglaniyor mu?
(3 Uriiniin gtivenli montaiji ve giivenli kullanimi icin yeterli bos alan var mi?

(J Sadece hasarsiz, hatasiz, dogru ve degistirilmemis parcalar mi kullanildi?

(3J Uriin bu montaj ve kullanim kilavuzuna gdre ve konfigtirasyon tablosuna uygun olarak mi kuruldu?

3 Izin verilen maksimum yapi yiiksekligi asild mi?

3 Urtine iceriden erisim kolay mi?

(O Tekerlekler dogru sekilde takildi mi, ayarlandi mi, hizalandi mi ve frenler uygulandi mi?
(O Cerceve parcalari dogru bir sekilde monte edilmis ve sabitlenmis mi?

(J Askilar ve guvenli korkuluklar dogru noktalara takilmis ve sabitlenmis mi?

[ Stabilizatorler dogru monte edilmis mi ve izin verilen platform yiksekligine uygun mu?
(O Platformlar dogru yiiksekliklerde kurulu mu ve gerceveye diizgin temas ediyor mu?
(O Tim kaldirma onleyici cihazlar (6rn. platformlardaki) emniyete alinmis mi?

(3 Tim kilitleme mandallari driine dogru sekilde takilmis mi?

(O Kule yapilandirmas! diizenli olarak kontrol edildi mi (onay formuna bakin)?
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13. Kimlik Formu

Mobil Erisim ve Iskele Operatdri:

dlrket Adi:

Jdlrket Adresi:

Montaj ve Demontaj icin Yetkili Personel.

Telefon:

Tarih:

Not:

Kullanim Yeri:

Mobil Iskele Modeli:

" Yiiklendiginde Maksimum Platform Yuksekligi:

Kullanim Alan: (J AckAlan (O Kapali Alan

Yk sinifi O 320 kN/m)
- . »

* Montaj ve kullanim kilavuzuna gore
™ Belirtilen yiik yalnizca bir platform icin gecerlidir.

Mobil ¢alisma kulesini yalnizca egitimli kisiler kullanabilir.

Bu kullanim kilavuzlarina her zaman uyulmalidir.
Bu mobil erisim ve calisma kulesi yalnizca asagidakilere gore kullanilacaktir
Bu kilavuzu herhangi bir degisiklik yapmadan

SARAYLI MADENI ESYA IMALAT PAZARLAMA SANAYI VE TICARET AS.
BUYUKKAYACIKOSB MAH. T.ZIYAEDDIN AKBULUT CAD. NO:19

SELCUKLU/ KONYA
.
‘ \\ TELEFON NO 0332 239 08 78 g FAKS NO 0332 239 02 36
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1. General

This manual applies exclusively to rolling tower configurations (hereinafter: the scaffold) as described in this assembly & user manual
(hereinafter: the manual). Prior to starting to assemble the tower, you should carefully read this manual. The required tower should be assembled,
disasembled and used in accordance with this manual.
- This instruction manual shall be available on the location of use of the mobile access and working tower.

- This mobile access and working tower shall only be used according to this manual without any modification.

- Mohile access and working towers must only be used in accordance with national regulations.

+ The operator is responsible for the safe operation of the product.

+ The operator is responsible for ensuring that installers or users receive appropriate instruction before erecting or using the product for the first
time.

+ The safe operation of the product must be checked regularly by maintenance personnel authorised by the operator.

+ Users may only use and operate the product if they have been instructed accordingly.

+ The product is not intended to be used by persons with reduced physical, sensory or mental capabilities, or lack of experience and/ or knowledge,
unless they are supervised by a person responsible for their safety.

The manual refers to annexes. These annexes appear at the front of the manual and are indicated by the letters PPS followed by a number.

2. Instructions for this document

These assembly and user manual describe the use of mobile access and working tower.
This instruction manual shall be available on the location of use of the maobile access and working tower.

Read them carefully before every use, check or maintenance and kept them near the mobile access and working tower.
Only persons who are familiar with these assembly and user manual may assemble, disassemble and use the product.

The employer, supervisor and user are responsible for the correct application of mobile access and working tower according to this manual and
they must ensure that this manual is used at all times when working with the scaffolding on the workplace is available.

Additional copies of the manual can be ordered from Sarayll.

Certification EN 1004-1:2020 / EN 1004-2:2021

3. Warnings, notes and symbols

Always read and observe these warnings.
Observe all measures marked by the warning symbol, note and warning word.
All instructions in this manual must be strictly followed.

WARNING: a fall from scaffolding can cause serious injury or death. All instructions in this manual have to be strictly adhered to. If the instructions
contained in this manual are not followed, accidents may arise. Sarayli may not be held liable for any damage as a result of non-compliance with
the guide regarding the assembly and use of the Professional Scaffold.

WARNING! NOTE!
Failure to comply may result in serious injury or damage. Indicates important information.
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-or what purpose it should be used.

- as a mobile access and working tower for use at a variety of different places.
- @S a mobile access and working tower for work at a specific maximum height.
- for temporary use indoors and outdoors.

Note: Non-intended use means any use that is not described as an intended use in this document or that goes beyond it. The operator alone bears the
risk for any resulting damage.

The following uses of the product are strictly not allowed:

- as Is not designed for use as an access or exit to other structures or buildings.
- a5 a means of transporting tools and materials.

- as Is not designed for use as roof edge protection.

- @S a means of transporting persons.

- as an auxiliary means for demolition work (due to vibrations).

- as an item of sports equipment.

Check before delivery;
Are all parts shown in the manual present in the product complete and in perfect condition?
[f any components are found to be missing, damaged or defective, contact the manufacturer or dealer.

3.1 Symbols according to EN 1004

el tje a;sembly e x Jo not suspend the product | _
operating instructions . Jo not climb the outside of
P J from a crane or similar
carefully before use and keep equipment the tower.
them in a safe place. |
I
v X FoooX
_p .
= WTKLIRS TP AT U Do not Lift heavy objects from K| Donotuse the tower for
A wind speed is over 12 m/s the tower access and egress to other
a |
s (Beaufort Scale 6) structures
I — 5
The product must be aligned Do not use ladders, boxes or -
vertically by means of levelling ' Jo not bridge betweer

other objects to gain extra

towers or other structures.

spindles. Maximum inclination
may not exceed 1%.

height.

J%zg
wx /| The distance between 2 %}(
|

Only access the platforms 2,25 nlatforms is not more than Uo not move the tower with
from the inside of the mabile s 2.25 m. An exception is the people or materials on it.
tower. B distance to the Orst platform
- with 3.40 m.
x . . - X Naxin;um inclitnation Evh;n

| | Jo not lift the product using K Jo not be on an unsafe e L o
any mechanical or electrical platform. Make sure there are Uw.y.rme the procuct .
equipment. m 4 side rails with security. ‘9"9'?“? nal or diagonal |

direction by hand at walking

speed.
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L. Declaration

The following data is required for the designation of all mobile access and working tower made of prefabricated components:

Example: EN 1004 - 3 - 8 [ 12 - D - H2 Mobile access and working tower according to EN 1004-1:2020; load class 3; maximum permitted height of the
working platform outside of buildings 8 m; maximum permitted height of the working platform inside of buildings 12 m; access class D (D = vertical

[adder); Clear height H2

EN1004 3 - 8 /12 - XXXD - H2
OUTDOOR A B C D E F

A: Norm

B: Load class 3

C: Maximum height outdoor 8 m
D: Maximum height indoor 12 m

E: Access trough stairway and stairladder
F: Clear height

INDOOR

2. Assembly, alteration and dismantling

Warningt
Risk of injury;

+ The location of the mobile access and working tower must be checked to prevent accidents during assembly, dismantling and moving with
respect to:

a. A horizontal, flat and solid base;

b. The location must be free of obstacles;

c. Weather and wind conditions

d. Electricity cables (above ground)

+ User training courses cannot be a substitute for instruction manuals but only complement them;

+ Only the original [manufacturers name] components specified in this manual shall be used,

+[Jamaged or incorrect components shall not be used;

+ This product shall only be used according to the instruction manual;

+ Mobile access and working towers designed in accordance with EN 1004-1are not anchor points for personal fall arrest equipment;

+ Working is only permitted on a platform with a complete side protection including guardrails and toeboards.

+ An intermediate platform can be converted into the working platform if it is equipped

with side protection on all sides, including toe boards.

+ The manufacturer's instructions for assembly and use must be observed.

+ The product must be assembled and dismantled by at least 2 persons.
+ The distance between 2 platforms is not more than 2.25 m. An exception is the distance
to the first platform with 3.40 m.

+ Any deviation from the specified tower configurations in these assembly and use
instructions is not permitted.

+ The product may only be erected, moved and used on level, stable surfaces; if necessary,
use load-distributing pads.
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+ Pay attention to possible obstacles and electrical hazards.

+ Do not assemble or use at wind speeds of over 12 m/s (Beaufort Scale 6)

+ Check that all components, auxiliary tools and safety devices for erecting the product
are available at the place of use.

+ Use the required components as described in the assembly and use instructions. Failure
to observe this instruction may result in the risk of an accident and the stability and
load-bearing capacity of the product are no longer guaranteed.

+ Assemble the product according to the illustrations contained in these assembly and
use instructions.

+ Observe the specified order of assembly.

+ [Jismantling is in the reverse order.

+ Hand over product components from platform to platform. Do not throw them.

+ The product must be aligned vertically by means of levelling spindles (if available).
Maximum inclination may not exceed 1%.

+ Observe the forces and loads specified by the manufacturer.

+|t is not permitted to stand on an unsecured platform:

+ |nstall safe guardrails from the platform below.
+ [Jo not stand on the platform whilst dismantling the side protection.

+ Erect the product so that the top surface is the working platform and surfaces below are
intermediate platforms.

+ Mobile access and working tower in accordance with EN 1004-1:2020 is not designed

for

USE as an access or exit to other structures or buildings.

+ Mobile access and working tower in accordance with EN 1004-1:2020 is not designed

for

ISe as roof edge protection.

+ Electrical danger. Assess all electrical hazards in the work area, such as conduits and
other electrical equipment. Do not use the scaffolding where there is an electrical hazard.

6. Stanility

Warning'
Risk of injury.

+ Never leave the product unattended. Ensure that unauthorised persons cannot

climb on the mobile tower.

+ Stabilisers must be fitted in accordance with the specifications in these assembly

and use instructions.

+|f assembly is carried out on one side against a wall, do not dispense with the stabilisers
on the wall side (if provided).

+ Warning: Horizontal and vertical loads may cause the product to tip over, such as:

- Horizontal loads exceeding 30 kg. resulting from work activities on maobile access

and working tower are not permitted. In the event of significantly larger forces, mobile
access and working tower should be anchored to the facade at 2 points every 4 meters.
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Each anchor point should be able to resist a load of 120 kg.

- Additional wind loads (tunnel effect from passageways between buildings, unclad buildings and building corners)
+ Rocking movements that cause the mabile tower to vibrate are not permitted.
+ Stability is no longer guaranteed at wind speeds of over 12 m/s.

+ Mobile access and working tower must be dismantled or moved to a wind-protected area beforehand; do not access the product at wind speeds
of over 12 m/s as it poses a danger to the surrounding area. Additional wind loads (tunnel effect from passageways

hetween huildings, unclad buildings and building corners)

+|f the user leaves the place of use, the product must be dismantled, moved to an area protected from the wind or secured against tipping over or
rolling away by additional suitable devices.

+ The standard configurations in this manual are not calculated on the use of tarpaulins and/or advertising boards.

/. Use and moving
1.1. Check before use

+ Check that the mabile access and working tower is horizontal (check using a spirit level)

+ Check that all wheels are on the brake.

+ Check that the stabilizers are properly adjusted and make good contact with the ground.

+ Check that the rolling tower is assembled in accordance with this manual and in conformity with the configuration and ballast table.

+ Check that the environmental factors, such as swinging doors ,awnings that operate automatically, aboveground electrical cables, traffic and/or
passers-hy, etc., do not lead to dangerous situations.

+ Check that mobile access and working tower can be used safely and that it is suitable for the intended purpose

1.2. Use

+ Comply with national and local regulations when using the product
+ [ake adequate precautions against possible environmental factors that may impair safe working on the product.

+ [he danger zone is the area around the product where people can be hit by falling parts. The danger zone is approx. 2 m on all sides of the entire
product.

+|f possible, lock doors and windows in the area of application.

+ [Jo not lock or block emergency exits.

+[Jo not use mobile access and working tower in snow, freezing rain, heavy rain or thunderstorms.

+ Hand over tools and materials from platform to platform. Do not throw them.

+ Always keep access hatches closed before and after climbing through them.

+ [Jo not overload the platform.

+ Always distribute load evenly on the platform.

+ Check the correct, complete and flawless assembly in accordance with the specifications.

+ Comply with the configuration tables in these assembly and user manual.
+ Ubserve the following before every use:

+ Check the vertical alignment of the product and correct as required (maximum inclination

may not exceed 1%)

+ L ock the brakes on the castors (red lever underneath).

+ Check the effectiveness of the locks.

+ Note that only one platform level may be used as a working platform. This platform must be equipped with a guardrails and toe board.

+[Jo not use mobile access and working tower if it is contaminated with, for example, paint, mud, oil, chemicals or snow.

+[Jo not use mobile access and working if you are not fit enough. Certain medical conditions or medication, alcohol and drug use may make it
unsafe to use the scaffolding.

+|t is not allowed to extend the height of the platform by the use of ladders, boxes or other devices;

+ Do not climb the outside of the mobile access and working tower (except where this is permitted in accordance with EN 1004-1)

+ Mobile access and working towers in accordance with EN 1004-1 are not designed to be lifted or suspended;
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+ Mobile access and working towers shall never be moved with loose materials or persons on it;
+ Mobile access and working towers shall only be moved using manual effort not exceeding normal walking speed.

+ Mobile access and working towers shall only be moved on flat and solid ground without obstacles and stating the maximum permitted slope;

+ Mobile access and working towers are not designed to be sheeted;

+ Mobile access and working towers in accordance with EN 1004-1are not designed to be used as a means to enter or exit other structures, e.g. as a stair tower;
+ Mobile access and working towers in accordance with EN 1004-1are not designed to be used as a means of edge protection

+ [Jistance between platforms shall not exceed 2,2am. Except the distance to the first platform: max. 3,40m.

1.3. Moving

+ Pay attention to collision risks, eg. pedestrians, vehicles or doors.

+ Avoid any collisions with obstacles.

+ Remove objects or persons from the product before moving it to another location.

+ Do not move a mobile access and working tower in winds exceeding 12.7 m/s (max. 6 Beaufort).

+ Before moving the rolling tower, all wheels must be removed from the brake.

+|n order to move mobile access and working tower, the stabilisers can only be raised to a maximum of 3 cm.

+ Only move the product in longitudinal or diagonal direction by hand at walking speed.

+ Maximum inclination when moved may not exceed 17%.

+ After moving, align the product again vertically by using the levelling spindles (if fitted). The maximum deviation from the vertical may not be more than 1%.
+ After moving the rolling tower, check all the points listed in 10.1 (Check before use).

8. Other safety instructions

+[Jo not lift the product using any mechanical or electrical equipment.

+[Jo not suspend the product from a crane or similar equipment.

+[Jo not attach or use lifting devices, building hoists or similar.

+ Do not use the product as a means to access other surfaces (e.g. stair tower, building, etc).

www.smsarayli.com.tr

+ [Jo not use the product for the purpose of accessing other similar products or other structures.

+|t is not permitted to attach advertising signs, cladding or other parts to the product as they could increase wind load.
+ [he product is not designed to be used as edge protector.

+ Unly access the platforms from the inside of the product

+[Jo not climb up the outside of the product or at points not intended for this purpose.

+ | oads may only be placed on one platform.
+ Work may only take place on one platform.
+ More than one person may be present on the platform provided the total load-bearing capacity is not exceeded.
+[Jo not use the platform as the base for other climbing aids or for any work that is

conducted above the specifi ed maximum height.
+[Jo not stand on the safe guardrails and horizontal braces
+[Jo not lean your body against or over the safe guardrails.

9. Checks, care and maintenance

+ Handle individual parts of the product with care during assembly, dismantling and transport to avoid damage.
+ The care and maintenance of the product is intended to ensure its proper functioning.

+|f the product is noticeably soiled, clean it immediately after use.

+[Jo not use any aggressive or abrasive cleaning agents.

+ The user must check the product every working day to ensure its fitness for service.

Urtnleri guvenle kullanmak icin dikkatle okuyunuz. / Please read to use the products safely. This is our special care.

Sarayh I €Uy www.smsarayli.com.tr




Profesyonel Plus Iskele / Professional Scaffolding EN 1004-1:2020
Kullanim Kilavuzu / User Manuel EN 1004-2:2021

Talimatlar / Instructions

+ Have the product checked by an authorised person at least once a year and document the check accordingly

+|f vibrations are transferred to the product, check screw unions and other connections every month.

+ All tower components must be checked for damage at regular intervals.

+ [he time spans hetween these checks are dependent on the intensity and frequency of use.

+|f used commercially, the applicable regulations contained in the legal provisions on operational safety must be observed.
+ Ensure the function of moving parts.

+ Replace damage product components by undamaged components.

+ Repairs must be made by the manufacturer or a company authorized by the manufacturer.

+ Any changes or repairs that do not comply with the manufacturer’s instructions shall result in the loss of warranty and guarantee.
The following items must be checked during regular checks (depending on the product)

+ [he stiles of the product must be checked to ensure that they are not bent, curved, twisted, dented, cracked, corroded or rotten and that the
fixing points for other parts (e.g. rungs, fittings) are in good condition.

+ Fastenings (e.. screws, rivets or bolts) may not be missing, loose or corroded.

+ Rungs or steps may not be missing, extremely worn, corroded or damaged.

+ Joints may not be damaged, loose or corroded.

+ Spreading locks may not be missing, bent, loose, soiled, corroded or damaged.

+ Fittings may not be missing, bent, loose, soiled, corroded or damaged and must guide each stile reliably

+ No feet or end caps may be missing, loose, severely worn, corroded or damaged.

+ The product must be free from soiling (e.g. dust, dirt, paint, oil, grease or snow).

+ Locking mechanisms may not be damaged or corroded and must function properly.

+ Platform parts or fastenings may not be missing and the platform may not be damaged or corroded.

+ Check welding seams for cracks.

+ Check castors, wheels and crossbeams for proper functioning.

+ Brakes must be checked for proper functioning.

+ Additionally fitted accessories and add-on parts must be checked for correct fitting and firm seating.

+[Jo not use the product if any of the items listed above are not in order.

10. Transport and storage

+To avoid any damage and accidents, make sure that the product is properly secured during transport (e.g. on roof racks or in the car).
+ Any loose parts must be fixed before the product is transported or stored (e.g. ropes or access hatches).

+ The product must be stored in a clean, dry place and protected from the weather.
+ [t may not be stored in places that may damage its condition (e.g. humidity, high temperatures, weather conditions).

+ [t may not be stored in places where it can be damaged by vehicles, heavy objects or dirt.

+ [t must be stored in such a way that it does not cause a tripping hazard and does not obstruct anyone.

+ [t must be stored in a position that helps to keep it straight (e.g. suspended from a bracket on the bars or placed on a fl at, clean surface).
+ [t must be stored in such a way that it cannot easily be used for criminal purposes.

+If the product is permanently installed, ensure that it is not used by unauthorised persons (e.g. children).

+ Products made of or containing plastics should be stored away from direct sunlight.

+ Products made of wood or containing wood should be stored in a dry place and may

not be covered with opaque and vapour-proof coatings.,

11. Packaging and disposal

+ [he packaging must be disposed of in accordance with the applicable regulations and laws.
+ [he product must be disposed of in accordance with the legal and country-specificregulations.
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12. Checklist and Release Form

Check the product every working day. Only use the product if all the items in the checklist below can be answered by yes.

[J Is the correct product used?

(] Are the assembly and use instructions available at the place of use?

[J Is the support surface level and does it have a sufficient load-bearing capacity?
(3 Is the product standing vertically (check with a spirit level)?

[J Do the direct surroundings allow safe use of the product where the product stands or is erected?

(3 Is it ensured that the surrounding factors (e.q. power lines) exclude the risk of dangerous situations occurring?

[J Is there suffi cient free space for safe erection and safe use of the product?

[J Were only undamaged, defect-free, correct and unmodified components used?

(J Was the product erected according to these assembly and user manual and in compliance with the configuration table?

[J Was the maximum permitted structure height not exceeded?
[J Is the product easy to access from the inside?
[J Are the castors correctly fitted, adjusted, aligned and are the brakes applied?

[J Are the frame parts correctly assembled and secured?
[J Are the braces and safe guardrails installed and secured at the correct points?

[J Are the stabilisers correctly installed and are they suitable for the permitted platform height?
(J Are the platforms installed at the correct heights and do they contact the frame properly?
(3 Are all anti-lifting devices (e.g. on the platforms) secured?

[J Are all locking catches correctly fitted to the product?
(J Was the tower configuration checked regularly (see release form)?
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13. Identification

Mobile Access and Working Tower operator:

Company name:

Company address:

Authorized personnel for
assembly and disassembly :

Telephone:

Date:

Remarks, notes:

Place of use;

Mobile working tower model:

"Max platform height when installed:

Usage area: (J Indoor (J Outdoor

“ Load class: O 320 kN/m)
- . »

*According to assembly and user manual
* Specified load is only applicable to one platform.

Only instructed persons may use the mobile working tower.

These user manual must be observed at all times.

This mobile access and working tower shall only be used according to
this manual without any modification.

SARAYLI MADENI ESYA IMALAT PAZARLAMA SANAYI VE TICARET A.S.
BUYUKKAYACIKOSB MAH. T.ZIYAEDDIN AKBULUT CAD. NO:19

SELCUKLU/ KONYA
.
‘ % PHONE NUMBER 0332 239 08 78 g FAX NUMBER 0332 239 02 36
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